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Hot/Cold Faucet
Comes with Two
water lines, both
are 3/4" Hose Size
with 3/4" Compression e P-LBRACK
Female Flare Adapters

12" Height
Includes Cover

y—

Product Dimensions are
rounded to the nearest
whole number.

PLACING: MOUNTING: ADJUSTING:

The Premium Sin is "Self-Rimming", meaning that whatever the Cut-  For this step - you will need to locate the "Sliders" on the underside Left & Right Access Doors should be installed below Sink for ease of access, this is

Out edge looks like, as it is always rough, the product rim will cover Rim of the Sink. Locate the included Hardware inside the Sink Basin, push the also where you can install plumbing drain. The Sink Drain Width is 1-3/4"
all edges. Make the Cut-Out in counter surface matching to our Larger Head End into the larger Rounded Opening at each end of the Sliders Inches Diameter and will fasten in to most drain assemblies. Depending
provided dimensions shown, and simply insert Sink in through the and push it in then Slide it down until it reaches the Half Way Point. Use a on the Island Construction and or Local Building Code requirements,

open hole. It will Free-Hang so do not build any support below it, all Screw Driver to tighten the bracket in against the underside of the counter, you drains can be installed with complete P-Trap setup, or even using a simple
other mounting brackets are included. may need to grip it in other hand to gain stability. Flex-Hose to side yard. Please check with own Local Building Codes and

Compatible

Permits required for Drain Lines.

/ Be sure Faucet and Soap Dispener is LOCATE THE INSTALLATION HARDWARE ENCLOSED INSIDE
Mounted to Sink before inserting into THE SINK BASIN IN IT'S OWN PACKAGE

counter top

Slide Hard
Cut-Out is provided to allow for all Rk lleaat

Faucet Plumbing and Soap Bottle

—Step 3 - Do the same
steps for other Three
| |Positions & on other side
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Use Screw Driver at base
tightens bracket tight against
counter underside «=——}
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Step 2 - Side Hardware down
positioned at the Halfway Point

Insert Large Tip =
into Notch Hole J==
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[3-3/4" DIA.
| Drain Hole

Step 1 - Insert Larges
Tip into notch.
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Sunstone Product Cut Sheet - Item No.B-PS21

Tech Support: 888-934-9449

Product Section Cut

21-7/8" / 541.81 mm - Product Depth

14-1/4" / 361.571 mm
Faucet Height measured
from Counter to Faucet Top

)

) 2-1/4" / 56.809 mm
Hood Height

Product Line Drawing

20-7/8" / 527.050 mm Product Width

1-1/8" Approx.

9-7/8" / 250 mm
Sink Basin Height

!
18-1/2" / 469.900 mm -
Cut-Out Depth includes Faucets

3-3/4" / 95.25 mm
Drain Hole Opening

e

3-3/4" / 95.25 mm
Drain Height
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18-1/2" / 469.9 mm
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. Sink Cut-Out Includes l
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IMPORTANT!

Dimensions shown are Near Exact, based on engineered drawings actual product may be slightly
different. Other dimensions shown on Specification sheet and Websites are rounded to the Nearest
Whole Number to make it easier for our customers. If your still unsure, we recommend having the
product on-site before the final Cut-Out is performed.




