PRODUCT DESCRIPTION
42" Emerald Series Gas Hybrid
Charcoal/Wood Burning Grill

EMERALD SERIES
GAS HYBRID CHARCOAL

WOOD BURNING GRILL

Item No. EMCHDZ42-LP/NG HEIGHT (CUT-OUT)

PRODUCT DIMENSIONS

42" WIDTH x27-1/8" DEPTH x 28"
HEIGHT (PRODUCT SIZE) 39-1/2"

WIDTH x 22" DEPTH x 12-3/4"

INSTALLED DIMENSIONS

25-5/8" HEIGHT (TOP OPEN HOOD FROM COUNTER)
14-1/4" HEIGHT (TOP CLOSED HOOD FROM COUNTER)

SUNSTONE METAL PRODUCTS LLC.
16004 Central Commerce Dr.
Pflugerville, Tx. 78660
888-934-9449 *1

SEE OTHER DIMENSIONS BELOW service @sunstonemetalproducts.com

Product Dimensions
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Leave Minimum 5-1/4" Depth
behind grill body for hood
to open up.
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12-3/4" Cut-Out Height will allow for
1" Open gap under Drip Pan for Air FLow

Minimum Distances

Back Cut-Out Grill Line to Wall ------ 6-1/2" Min. Clearance

Counter to Outdoor Vent Hood ------ 36" Min. Clearance
Recommended Floor to Counter ----- 34" Min. Clearance
Grill to Vent Hood Width ------------ 4" to 6" Clearance

Appliance to Appliance --------------- 12" Min. Clearance
Appliance to Combustible Material --24" Min. Clearance

Cut-Out Dimensions & Installation

Grill is Self-Rimming and is
supported by the Counter Edge
Only. DO not Build Enclosure or
Shelf under the Grill Base.

- Gas Connects
\E__!} tq Back Right
Semm—— Side of Grill

Electrical Plugs
to Back Left Side

Place Minimum
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22" DEPTH

In-Line Propane
Regulator Required
for Large Capacity
Tanks (Supplied by
Local Gas Compan

2 X Vents installed
in High Position
for Natural Gas

Shut-Off Valve -
has easy access
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The Grill includes a
— Liquid Propane Regulator
for installing to Tank
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Sunstone recommends using
a Propane Storage Drawer
to hold the Tank

Place Minimum
2 X Vents installed
in Low Position
for Liquid Propane




